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Ceramic Cover

@A��：CC- VC-A
@A��：Φ

A
116*H31mm

(Vacuum Pressure Casting Machine Spare Parts)
Model CC-AVC-A
Size 116*H31mm

：
：Φ

�
��(:;����!��）

Ceramic Base

@A��：
@A#$：Φ

CC-AVC-B
88*H20

(Vacuum Pressure Casting Machine Spare Parts)
Model CC-AVC-B
Size 88*H20

：
：Φ

K

Thermo couple

����( ��!��）DVC
��
�：
��：
#$：

Technical parameters:
Model: P004-004

℃

P004-004
0-1300℃

Size: 0-1300

( Vacuum Pressure Casting Machine Spare Parts)

�
��(:;����!��）

Ceramic Shield

@A��：
@A��：Ф89×H134

CC-AVC

( Vacuum Pressure Casting Machine Spare Parts)
Model CC-AVC
Specification 89×H134

：
：Ф

����(:;����!��）
Graphite Gasket( Vacuum Pressure Casting Machine Spare)

@A�� Model @Ai¤ Description @A�� Size mm( )

GR 3 5B- . 3 5. �(¾µÄ 3 5 graphite gasket. " Φ Φ .120x 92XH2 5

GR 3 5H- . 3 5 3 5 graphite gasket thick. �(¾µ（õ） . " ( ) Φ Φ120x 92XH5

GR 4B- 4�(¾µÄ 4 graphite gasket" Φ Φ .138x 108XH2 5

GR 4H- 4�(¾µÄ（õ） 4 graphite gasket thick" ( ) Φ Φ138x 108XH5

GR 5B- 5 5 graphite gasket thin�(¾Ä(b) " ( ) Φ Φ .158x 137XH2 5

�����	����� ( ��!��）AVC
Graphite casting crucible and stopper( AVC Casting Machine Spare Parts)
@A#$ Specificaton：

@Ai¤Description @A��Model @A�� （ )Size mm �$Remark

(¾��ÀÁ Graphite casting cruicble GC AVC- Ф76*H115 ûVAVC

ForAVC(¾¶Â Graphite stopper GC AVCS- Ф15*L152
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Vacuum Pressure Casting Machine and   Related Consumables
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Auto Vacuum Pressure Casting Machine

��
�
and   Related Consumables

�������	
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MC-DVC

760mmHg,15L/sec
1450℃
3-5min
2500hps
2.4KG.(18k gold)

127MM*235MM

W72cm.D70cm.H115cm
150KG

1. PID 1450℃ 2℃
2.
3.

4.

5.

6.
7.
8.
9. 18K 2.4KG
10.

11.
12.
13.
14.

（

:

， ；

；

Auto Vacuum Pressure Casting Machine
Mode MC-DVC
Instruction

Details

2. Strong electromagnetic stirring to ensure metal with even
color.

5.Whole casting process can visually seen, air pressing lock
system, equipped with safety valve to ensure safety.

：

：
Power supply:3phase/50hz,7kw and 220v/7kw is for option
Power input:5KW
Vacuum speed:-760mmHg,15L/sec
Max temp:1450℃
Melting speed:3-5min
Max pressure:2500hps
Capacity:2.4KG.(18k gold)
Suitable Metal:Gold, silver, copper
casting item size:127MM*235MM
water cool:water chiller or tap water
Outside size:W72cm.D70cm.H115cm
Weight:150KG

：
1. PID temp control system, max temp 1450℃, temp tolerance

2℃.
；

3. Fully automatic control and induction heating, high intelligent,
fully auto or semi auto is for option, Chinese and English can be
switched.
4. More than 50 memory programs, any time you can check and
change parameter setting freely, improve your casting quality,
various casting mode  for option.

6. Both melting and casting are done under vacuum condition,
maximally control oxidation.
7. Casting cylinder go up and down automatically helps casted
items to be took out easily.
8. Various size casting cylinder is for option.
9. Big capacity, can cast 2.4kg 18k gold.
10.Various alarm system, unit stops working immediately if any
error occurred,maximally protect machine.
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Ceramic Cover

DVC

(VPC

@A��：CC-DVC-A
@A��：Φ116*H31mm

Model CC-DVC-A
Size 116*H31mm

：
：Φ

Casting Machine Spare Parts)

�
��( ��!��）DVC

DVCCeramic Base( Casting Machine Spare Parts)

@A��：
@A#$：Φ

CC-DVC-B
88*H20

Model CC-DVC-B
Size 88*H20

：
：Φ

K

Thermo couple

����( ��!��）DVC

( DVC Casting Machine Spare Parts)

��
�：
��：
#$：

Technical parameters:
Model: P004-004

℃

P004-004
0-1300℃

Size: 0-1300

����( ��!��）DVC
Graphite Gasket( DVC Casting Machine Spare Parts)

@A�� Model @Ai¤ Description @A�� Size mm( )

GR 3 5B- . 3 5. �(¾µÄ 3 5 graphite gasket. " Φ Φ .120x 92XH2 5

GR 3 5H- . 3 5 3 5 graphite gasket thick. �(¾µ（õ） . " ( ) Φ Φ120x 92XH5

GR 4B- 4�(¾µÄ 4 graphite gasket" Φ Φ .138x 108XH2 5

GR 4H- 4�(¾µÄ（õ） 4 graphite gasket thick" ( ) Φ Φ138x 108XH5

GR 5B- 5 5 graphite gasket thin�(¾Ä(b) " ( ) Φ Φ .158x 137XH2 5

�
��( ��!��）DVC

Ceramic Shield

@A��：
@A��：Ф89×H134

CC-DVC

Size
Model CC-DVC

89×H134
：

：Ф

( DVC Casting Machine Spare Parts)

(¾��ÀÁÅ(¾��Â( ��%IÌ）DVC
Graphite casting crucible and stopper( DVC Casting Machine Spare Parts)
@A#$ Specificaton：

@Ai¤Description @A��Model @A�� （ )Size mm �$Remark

(¾��ÀÁ Graphite casting cruicble GC DVC- Ф76*H115 ûVDVC

ForDVC(¾¶Â Graphite stopper GC DVCS- Ф14*L166
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Auto Vacuum Pressure Casting Machine

XûIÌ
and   Related Consumables
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Continuous Casting Machine

��	

and   Related Consumables
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MC-LX5 MC-LX8 MC-LX10

380V±20% 50/60HZ
12KVA

10KW
1KHZ-25KHZ

0~1150℃ K

5℃~40℃ 80%
GAS 10℃~20℃
W=1100MM    D=700MM    H=1650MM

1.
2. K

3.

4.

5.
6.
7.
8. PC

； ；

（

、

Continuous Casting Machine
Model：MC-LX5；MC-LX8；MC-LX10
Parameter:

：
Max input power:12KVA

：
：

：

Parameter :
：

：
：

： （ ）
：

：
：

：
：

： ＝ ＝ ＝
：

It's economical , practical and efficient features is your first choice.
Besides it's high efficiency,low wastage, flexible operation brings your ideal
casting effect.
1.Whole melting process is protected with argon gas to prevent metal
oxidation, twisting forced casting method.
2.Quick melting and casting, suitable for K gold, silver wire, tube, slice, bar and
other shapes.
3. Downward casting to make high requirement, ideal casting effect
4. Unique induction heating with auto stirring function to strengthen the
power, and to make even color items, big casting capacity to improve you
production efficiency.
5.  Accurate temp control to make a perfect condition for casting
6. Various self error detect system to provide you a safe casting process.
7. Hydraulic cutter is for option.
8.  Digital PC control, intelligent working.

voltage 3phase/50hz,5kw and 220v/5kw is for option

Power output 10KW
Frequency 1KHZ-25KHZ
Suitable condition depends on the capacitor, induction coil and other
heating parts.

Suitable metal gold, silver, copper
Suitable mould Size can be customized
Protection gas Nitrogen gas, or argon gas
Temp range 0~1150℃ Kgold
Cooling method Purified water
Casting type Continuous casting
Abnormal alarm Self detect errors and stop working
Ambient temp 5℃~40℃ humidity : less than 80%
Out source GAS    water temp : 10℃~20℃
Size W 1100MM    D 700MM   H 1650MM
Details
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Ceramic shield(Continuous Casting Machine Spare Parts)

@Ai¤ @A�� @A��

(ÆÍÎ CC-LX5-B

(ÆÍÎ Ф134×H237CC-LX8-B

(ÆÍÎ CC-LX10-B

Description Model                           Size(mm)
Ceramic shield CC-LX5-B

Ceramic shield                   CC-LX8-B Ф134×H237

Ceramic shield                  CC-LX10-B

��
�(¡¢��!��）

(Graphite mould

@A��： -ì'
-['

@A��：hª

GMO
GMO

Model GMO-up mould

Specification Customized

：
GMO-Down mould

：

Continuous Casting Machine Spare Parts)

K

Thermo couple

����(¡¢��!��）

Continuous Casting Machine

��
�：
��：
#$：

Technical parameters:
Model: P004-004

℃

P004-004
0-1300℃

Size: 0-1300

( Spare Parts)

�
��(¡¢��!��）

Ceramic lid (Continuous Casting Machine Spare Parts)

@Ai¤ @A�� @A��

(Æìî CC-LX5-A

(Æìî CC-LX8-A Ф130×H5

(Æìî CC-LX10-A

Description Model Size(mm)
Ceramic lid CC-LX5-A

Ceramic lid CC-LX8-A Ф130×H5
Ceramic lid CC-LX10-A
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Continuous Casting Machine
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and   Related Consumables



�����

Platinum Casting Machine

����：MC-LV

Model MC-LV：

����	

����：CP-350D

Model CP-350D：

Ceramic Casting Crucible

����	

����：CP-350A

Model CP-350A：

Ceramic Casting Crucible

��	
� ��	
�
Platinum Casting Machine

�
��
and   Related Consumables
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&¥% Investment remover

��!

Investment remover

@A�®：
]%�jÂûV
Ò�� Mø£()'�/�，ï�¿ð()'�Õè}
Y4&ñ[，¿ò¾	�¿()'³Õè1óB，w w«，¡�deå¤
�	。
��
�：
. &： âW
��：

Model:MC-IEC
：

This product is more suitable for low temp investment remove, put
the flasks under the press plunger, after few minutes you can take
the flaks out, time saving, convenient operation.

：
： 3phase

：

380V  50/60Hz
1.5KW

Features

Parameter
Voltage 380V  50/60Hz
Power input 1.5KW
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�����

TumblerMagnetic

��	
：
� 
: MP-205
�����（mm 195 135
����（
����
��
����:
����（��+���）：

RPM

）:

mm) :270×270×400
: 20KG

:2800 RPM
220 V

800G

Parameter

Polishing chamber size mm 195×135
Total size mm) :270×270×400

：
Model  MP-205

（ ）:
（

Weight : 20 KG
Rotate speed  : 2800
Rated voltage  : 220 V
Polishing capacity(polishing item+polishing needle) :800G

�����

Magnetic Tumbler

��	
：
� 
: MP-
�����（mm 150×150
����（ 0×200×200
����
����:

150×150
0×200×200

100
:

mm) :  20
: 5.5kg
220 V

20
5.5kg

220 V

）

Parameter

Polishing chamber size mm
Total size mm) :

：
Model  MP-100

（ ）:
（

Weight :
Rated voltage  :

����� Magnetic Tumbler

�����

TumblerMagnetic

��	
：
� 
: MP-
�����（mm
����（
����
����:

185
: 180×120

mm) : 230×230×250
: 8kg
220 V

180×120
230×230×250

kg
220 V

）

Parameter

Polishing chamber size mm
Total size mm) :

：
Model  MP-185

（ ）:
（

Weight :8
Rated voltage  :

32
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ª«¨©% ª«¨©L Magnetic Tumbler and polishing Needle

£¤¥¦!

TumblerMagnetic

%
µ�：
�� : MP-2
¨©Ã��（mm ×1
%G��（
%G��
M�
ô*.& :
¨©f�（/�+¨©L）：

RPM

80
55 0

mm) : 390×390×460
: 28KG

:2800 RPM
220 V

1100G

）: 2 6

Parameter

Polishing chamber size mm 255×160
Total size mm) :390×390×460

：
Model  MP-280

（ ）:
（

Weight : 20 KG
Rotate speed  : 2800
Rated voltage  : 220 V
Polishing capacity(polishing item+polishing needle) :1100G

£¤¥¦!

TumblerMagnetic

%
µ�：
�� : MP-
¨©Ã��（mm ×1
%G��（
%G��
M� -
ô*.& :
¨©f�（/�+¨©L）：

360
0 0

mm) : 360×360×500
: 30KG

:500 4000RPM
220 V

1300G

RPM

）: 29 7

Parameter

Polishing chamber size mm 290×170
Total size mm) :360×360×500

Rotate speed  : 500 4000

：
Model  MP-360

（ ）:
（

Weight : 30 KG
-

Rated voltage  : 220 V
Polishing capacity(polishing item+polishing needle) :1300G

£¤¥¦�

Magnetic Polishing Needle

@A �：ö�
@A��： ö
@A#$：Ф0.2*L5mm Ф0.3*L5mm Ф0.5*L5mm

：Ф Ф Ф

1kg/

Size 0.2*L5mm 0.3*L5mm 0.5*L5mm

Packages Plastic box
Weight 1kg/box

：

：
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��� Flex Shaft

������

Foredom flex shaft

����：

��
：
���� Φ4/Φ6mm
��：
��：50/60Hz
����：180W
����：500/18000r/min

：
：

：Φ4/ 6mm
：

：
：

：

MD-330

110V/220V

Model MD-330
Parameter
Welding pen diameter
Voltage 110V/220V
Frequency 50/60Hz
Power input 180W
Rotating speed 500/18000r/min

：

Φ

������

F Shaftoredom Flex

����：

��
：
���� Φ4/Φ6mm
��：
��：50/60Hz
����：180W
����：500/ r/min

：
：

：Φ4/ 6mm
：

：
：

：

MD-SR

110V/220V

2000

Model MD-SR
Parameter
Welding pen diameter
Voltage 110V/220V
Frequency 50/60Hz
Power input 180W
Rotating speed 500/20000r/min

：

Φ

�	���

Poli flex shaft

����：

��
：
���� Φ4/Φ6mm
��：
��：50/60Hz
����：180W
����：500/ r/min

：
：

Φ4/ 6mm
：

：
：

：

MD-330A

110V/220V

5000

Model MD-330A
Parameter
Welding pen diameter
Voltage 110V/220V
Frequency 50/60Hz
Power input 180W
Rotating speed 500/5000r/min

：

Φ

�	���

Poli flex shaft

����：

��
：
���� Φ4/Φ6mm
��：
��：50/60Hz
����：180W
����：500/ 000r/min

：
：

：Φ4/ 6mm
：

：
：

：

MD-30

110V/220V

20

Model MD-30
Parameter
Welding pen diameter
Voltage 110V/220V
Frequency 50/60Hz
Power input 180W
Rotating speed 500/20000r/min

：

Φ
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7¨©ª«!

F Shaftoredom Flex

@A��：
��
�：
¡Lð÷ Φ4/Φ6mm
.&：
��：50/60Hz
�~��：180W
vw�¢：500/ r/min

：
：

：Φ4/ 6mm
：
：
：
：

MD-2003LK

110V/220V

2000

Model MD-2003LK
Parameter
Welding pen diameter
Voltage 110V/220V
Frequency 50/60Hz
Power input 180W
Rotating speed 500/20000r/min

：

Φ

¬­% Flex Shaft

¬­%.{øÅ��
Power cord of felx shaft and pedal control

¬­%è
flex shaft pen

35
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��� Spot welder

���

Spot Welder

����：

 �： / �

����：����、��、K�、�、������，���、�!"、#�$%
�&'��。)�*+,-，.���0��1，��23，045。

/
：

MH 50A
220V 50 60Hz

Model MH 50A
Voltage 220V 50 60Hz  1phase
Application Suitable for platinum, gold, K gold, silver, metal , such as
chain, wire connection, accurate, quick working. You can connect to argon
gas protection, no need wilding powder, direct working, finished item with
smooth surface and no darkness.

-

-：

：

�����

Argon Gas Point Soldering Machine

����： -

 �： / �

����：����、��、 �、�、������，���、�!"、#�$%
�&'��。)�*+,-，.���0��1，��23，045。

-
/

MH Y
220V 50 60Hz

K

Model MH Y
Voltage 220V 50 60Hz  1phase
Application Suitable for platinum, gold, K gold, silver, metal , such as
chain, wire connection, accurate, quick working. You can connect to argon
gas

：

：

：

���

Welding machines

>?@B：
��： -

�： �


-

MH A
220V  50/60Hz

Technical parameters:
Model: MH A
Voltage: 220V  50/60Hz   1phase

�	���

New Style Welding Machine

>?@B：
��： -

�： �


-

MH B

Technical parameters:
Model: MH B
Voltage:

220V  50/60Hz

220V  50/60Hz  1phase

36
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��°±²³% Craft Set

��µ¶·¸!

Craft Set

��
�：
� �：
. &： / SW
� �：

：

： /
：

YH-SCT-A
220V 50 60Hz
25W

Parameter
Model YH-SCT-A
Voltage 220V 50 60Hz  1phase
Power input 25W

：
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������� Inside Ring Engraver

�������

Inside Ring Engraver Series

	
��：
����：�������

KZ-001

Model KZ-001
Introduction:chinese and english engraving

：

�������

Inside Ring Engraver Series

	
��：
����：�������

KZ-002

Model KZ-002：
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Super strong stretcher and reducer

@A��： -
@Aûù：ûVºE´µ

-

KS SD

Model KS SD
Application: For ringe stretching

：

´µº»
 Ring Stretcher and Reducer

¹ºÀÁ)

Ring Stretcher and Reducer

@A��： （Sè）
@A�®：�ò¶�ºE »F´µ，Ó�� IJ§ö。

： （
：

KS-D

Model KS-D single head
Features Ring can be stretched and reduced within few seconds,
no damage to metal.

）

¹ºÀÁ)

Ring Stretcher and Reducer

@A��： （ÿè）
@A�®：�ò¶�ºE »F´µ，Ó�� IJ§ö。

（

KS-S

Model KS-S double heads
Features Ring can be stretched and reduced within few seconds,
no damage to metal.

： ）

：
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YIHUI CASTING TECHNOLOGY CO.,LTD
Fax : +86-20-34735899Tel: +86-20-34734999

No 2 of second street , Fuxin Road, Fuyong Industry park, Shawan town, Panyu district, Guangzhou.

info yihuicasting com    www yihuicasting com@ . . .




